
PETROLEUM

LW ARCTIC SUPERFLEX 150 PETROLEUM

Application : Specially designed to remain flexible while handling a wide range of petroleum
products, including gasoline and diesel under arctic conditions.

Cover : Blue weather and oil resistant synthetic rubber specially compounded for arctic
service. Corrugated with white stripe.

Reinforcement : High tensile wire helix embedded between layers of textile cords.
Tube : Black oil and fuel resistant nitrile rubber specially compounded for arctic service.
Temperature : -54C to +92C (-65F to +200F)

Nom. I.D Nom. O.D Vacuum
(Hg)

PSI Bend
Radius

Weight
(lbs)

Std Pack
Qty

Part #

1-1/2" 1.95" 29" 150 4.00" 0.89 100' TTAD-150

2" 2.56" 29" 150 4.00" 1.33 100' TTAD-200

2-1/2" 3.03" 29" 150 5.00" 1.78 100' TTAD-250

3" 3.62" 29" 150 6.00" 2.35 100' TTAD-300

4" 4.72" 29" 150 9.00" 3.49 100' TTAD-400

6" 6.75" 29" 150 20.00" 5.63 100' TTAD-600

Cut Lengths : Plus 10%
Standard Lengths : 100'
Product Information : Longer lengths available on request. Please check for availabil ity and pricing
Recommended Couplings : Cam and groove


